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LED LIGHTING SYSTEM

The best value for your money.




One System, Multiple Spectrums

Full-Spectrum with Multi-Phase Color Temperature Technology

With our proprietary technology, the L165 LED lighting system can be easily reconfigured to different color
spectrums without sacrificing performance!

o Other LED systems sacrifice up to 40% of their

e Maxspect Jump L165 LED operates at between 95-100%
performance when adjusting to other color temperature (between 62-65w) of maximum efficency between color profiles
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Maxpect Jump L165 LED operating at different color profiles
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2 Download on the

The all-new Syna-G Cloud platform allows you to remote control your
LED system around the world

Moonlight WithivAl litemated Lunar Cycle
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Acclimation schedule for your corals to adapt to the new light



Specification
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Maxspect Jump L-Series LED Lighting System L165
PAR Distribution, 60cm/24in above

Maxspect Jump L-Series LED Lighting System L165
PAR Distribution, 60cmy/24in above:
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6X Cyan Blue

4x Deep Blue

2x Ultraviolet 390nm
2x Violet 410nm

60 em (24")

2x Royal Blue TN 60 cm (24")

2x Cool White €0em (24 Tk 60 cm (247)

20cm / 73%"

Suit for Tank 30-60cm/ 12" -24"

Weight (LED Module) 811g/1.81lbs

Dimension (Stand notincluded) 222 x176 x32mm 8%" x 7" x 12"
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